301 



Scanning Mode Radio 
sends ID Packet/inquiry message 



302 



Bluetooth Device Z sends clock value 
and BD_ADDR, to Scanning Mode 
Radio 



303 



Scanning Mode Radio passes received 
clock value and BD_ADDR to Traffic 
Mode Radio 



304 



305 



306 



307 



Scanning Mode Radio sends 
DAC to Bluetooth Device Z 



Scanning Mode Radio sends 
FHS to Bluetooth Device Z 



Bluetooth Device Z tunes to 
Traffic Mode Radio's CHP 



Data transmission 



Fig. 3 



501 



502 



503 



504 



Bluetooth Device Z sends 
INQUIRY message 



Scanning Mode Radio sends clock 
value, & BD_ADDR of Traffic Mode 
Radio to Bluetooth Device Z 



Bluetooth Device Z sends FHS 
packet to Scanning Mode 
Radio 



Scanning Mode Radio passes received 
clock value and BD_ADDR to Traffic 
Mode Radio 



505 



Traffic Mode Radio tunes to 
Bluetooth Device Z'sCHP 



506 



Data transmission 



Fig. 5 



701 



702 



Scanning Mode Radio of first device 
sends INQUIRY message 



Second device sends its Traffic Mode Radio clock 
value and BD_ADDR, to the Scanning Mode 
Radio of first device 



703 



Scanning Mode Radio of first device passes received 
clock value and BD_ADDR to the Traffic Mode 
Radio of the first device 



704 



705 



Scanning Mode Radio of first device sends its Traffic Mode 
Radio BD_ADDR and Traffic Mode Radio Clock to 
Scanning Mode Radio of second device 



Scanning Mode Radio of second device passes Traffic Mode Radio 
BD_ADDR and Traffic Mode Radio Clock of first device to Traffic 
Mode Radio of second device through middleware logic 



706 



Second device tunes to first device's Traffic 
Mode Radio's CHP 



707 



Data transmission 



Fig. 7 



